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Heatsavr™ is a transparent liquid pool cover that
greatly reduces heat loss. The liquid forms a barrier on
the surface of the pool, which inhibits evaporation.
Heatsavr™ has been tested and proven to be
completely safe and biodegradable.

Heatsavr™ is guaranteed to save energy and water in
every pool. Energy savings of up to 40% can be
expected. The reduction of evaporation and humidity in
indoor pools also lowers the cost of air conditioning
and maintenance.

Dosage:

Commercial pools require 1 oz. of Heatsavr™ per 400
sq. ft. each day. Residential pools may use a 1 oz.
dosage for pools 400-800 sq. ft., due to lower bather
loads. A daily dosage is necessary because the
product biodegrades in approximately 24-36 hours.

Reduces Heat Loss
Keeps Pools Warmer, Longer

Reduces Energy & Maintenance Costs
Regardless of how you heat your pool

Biodegradable

Environmentally friendly

Reduces Makeup Water

Save on total water consumption

Heatsavr™ in Action

These photos were taken on a cool February morning
with the outdoor temperature at 4°C or 39.2°F, and the
water temperature at 27°C or 82°F. Within 15 minutes of
adding the appropriate dosage of Heatsavr™ (1.5 oz.)
to the 500 sq. ft. pool, the product spread out over the
surface area and dramatically reduced the evaporation,
as shown in the bottom photo. Evaporation accounts for
approximately 80% of heat, energy and water loss.

Reduces Humidity

Increases indoor user comfort

Safe

Tested extensively

Use Indoor or Outdoor
Effective in both environments

Transparent
The ideal solar cover
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Solar Pool Cover

ecosavr"”

Ecosavr™ has been scientifically developed for use in
swimming pools and contains enough Heatsavr™ liquid
for a standard home pool of about 400 sq. ft. Ecosavr™
has been designed to sink to the bottom of a pool; a
patented release valve in the top fin slowly releases the
liquid into your pool water. Just cut along the dotted line,
and drop the Ecosavr™ into your pool.

If you have an automatic pool vacuum, please tie
Ecosavr™ to a ladder or other fixture to raise it above

the pool bottom. The punch-out hole is provided in the top
fin.

Application:

One Ecosavr™ is required per 400 sq. ft. of swimming
pool surface area (15,000 gallons). Two are required
per 800 sq. ft. of surface area (30,000 gallons).
Larger pools should use 3 Ecosavr™ or consider
Heatsavr. Each Ecosavr™ will last approximately

one month.

Proven
Lab & field tested and verified

User Friendly

Automatic Metering System

Safe for Filters & Plumbing

Non-corrosive, non-reactive

Undetectable by Pool Users

Tasteless and odorless once applied




